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Impiegata per il lavaggio di materiale con medie 
presenze di argilla non eccessivamente sporco. 
Il materiale solido viene raccolto da una serie di 
tazze forate, scolato ed evacuato su una canala 
che lo convoglia all’esterno. A seconda della sua 
applicazione, il tamburo può essere a semplice o 
a doppio flusso.

Caratteristiche principali:
Cilindro di grosso spessore a camera singola o •	
diviso da deflettore interno
Azionamento tramite motoriduttori collegati •	
direttamente su coppie di gomme per grandi 
carichi
Avviamento tramite soft-start•	
Rivestimento interno in lamiere gommate fissa-•	
te a mezzo bulloni cosi come le stesse pale di 
mescolamento

It is designed to wash material with average clay 
presence and not excessively contaminated, 
derived from feeders or conveyors and headed 
to next treatment of screening with washing sy-
stem. 
The solid material is collected by a series of per-
forated buckets, that drain and evacuate the 
material by a discharging chute. The cylinder 
may be built with two configuration: simple or 
double flow.

Main Characteristics:
Steel and rubber inner lining•	
Assembled gearbox by joints•	
Sturdy support wheels mounted on heavy sup-•	
ports

BOTTE SFANGATRICE “BS” / DRUM WASHING “BS”

Produzione / Capacity t/h 80 - 400

Dim. max materiale / Dim. max material mm. 0 - 300

Larghezza / Width mm. 1300 - 3000

Lunghezza / Lenght mm. 1300 - 3000

Potenza installata / Power installed kW 15 - 110

Peso indicativo / Approx. Weight Kg 1200 - 40000
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